
Heat shrinkable cable repair
sleeve

TECHNICAL DATA CURRENT VALUES TEST METHODS

Material

Material PE, modified, lead and cadmium free n/a

Surface matt n/a

Specific gravity 1.06 +- 0.05 g/cm n/a

Shore D hardness > 60 ISO 868

Longitudial shrinkage 10% max n/a

Mechanical

Tensile strength 15.5 MPa DIN 53455/ISO R527

Elongation 200% min. DIN 53455/ISO R527

Thermal

Tensile strength after Thermal ageing (168 hrs at 150°C) 12.5 MPa min. DIN 53455/ISO R527
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TECHNICAL DATA CURRENT VALUES TEST METHODS

Elongation after Thermal ageing (168 hrs at 150°C) 150% min. DIN 53455/ISO R527

Carbon black content for UV resistance 2.5% min. VDE073

Cold bend test does not break at -40°C ISO 974

Shrink temperature 120°C n/a

Storage temperature 50°C max. n/a

Continous operating temperature -35°C up to 100°C IEC 216

Chemical

Tensile strength after immersion in Fluid >12 N /mm ISO 175

Elongation after immersion in Fluid >150% ISO 175

Water absorption of the adhesive <0.1% ISO 175

Electrical

Dielectric strength >12 kV/mm ASTM D2671
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